NOTES:

1. PARTS MUST BE MADE ACCORDING TO THE FOLLOWING SECTIONS OF THE LATEST REVISION PP-202-631-14:
   - SECTION 1. MATERIALS
   - SECTION 2.B. FABRICATION, LUBRICANTS
   - SECTION 2.C.2. FABRICATION, MACHINING, ABRASIVES PROHIBITED
   - SECTION 2.D. FABRICATION, CLEANING
   - SECTION 2.G. FABRICATION, PARTS INSPECTION

2. THIS COMPONENT IS DELICATE ELECTRONIC EQUIPMENT. TAKE APPROPRIATE STEPS TO INSURE NO VISIBLE SCRATCHES OR DENTS LOCATED ON THESE SURFACES.

3. VI-BRA-ETCH OR SCRIBE PART NUMBER AND REVISION APPROXIMATELY WHERE SHOWN.

4. ETCH BEFORE WELDING. CHEMICAL CLEANING SHALL BE PERFORMED PER SLAC PLATING SHOP PROCESS SPECIFICATION 003. SLAC PUB 07-03-04-00 CHEMICAL CLEANING OF ALUMINUM, OR EQUIV.

5. REMOVE APPROXIMATELY .030 FROM BOTH ENDS TO REACH THESE DIMENSIONS.

6. USE OF ABRASIVES PROHIBITED.