NOTES:

1. PARTS MUST BE MADE ACCORDING TO THE FOLLOWING
   SECTIONS OF THE LATEST REVISION FP-202-631-14:
   SECTION 1. MATERIALS
   SECTION 3.A. UHV STANDARDS, CHEMICAL CLEANING
   SECTION 3.B. UHV STANDARDS, UHV HANDLING

2. THIS COMPONENT IS DELICATE ELECTRONIC EQUIPMENT. TAKE
   APPROPRIATE STEPS TO INSURE NO VISIBLE SCRATCHES OR
   DENTS LOCATED ON THESE SURFACES.

3. VIBRA-ETCH OR Scribe PART NUMBER AND
   REVISION APPROXIMATELY WHERE SHOWN.

4. USE OF ABRASIVES PROHIBITED.

---

DIMENSIONING AND TOLERANCES IS MAY
ADHERE TO MIL-STD-452 AND MIL-STD-202

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN INCHES
TOLERANCES

BREAK EDGES 0.005-0.015
INTERNAL CORNERS R 0.015 MAX

FRACTIONS 8 ---
DEC 2X ---
XXX ---
XXX ---
XXX ---
ANGLE 1:1 ---
ALL SURF

ESTIMATED MASS
.581 lbm